
The NUVEQ EP-TP303Q tripod turnstile is widely recognized as the most popular
model on the market. Its most distinctive characteristic is its ability to allow only
one person to pass through at a time, which provides unparalleled security
measures against tailgating and unauthorized access.

The EP-TP303N boasts a sleek and timeless design, available in classic black or
white, making it an ideal choice for high-end applications where appearance and
functionality are equally important.
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Two way or one way working.
Support integrated with any type of access control systems.
Lower power consumption.
Low noise, system runs smoothly.
Green and red LED indicator display passing status.
1P65 waterproof level, indoor/outdoor use.
Fire safety requirements, arms drop down automatically.
Easy to install and maintain.

F E A T U R E S
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I N T E R G R A T E D  W I T H  A C C E S S  C O N T R O L  S Y S T E M

Smart Card Solution QR Code Solution Biometric Solution
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MODEL NO:                          
Framework Material:    
Arm material:                   
Dimension:                                            
Net Weight: 
Passage Width:
Passing Direction :
MCBF: 
Power Supply:
Power Consumption:
Operation Temperature:
Operation Humidity:
Working Environment:
Flow Rate:
LED Indicator:
Emergency:
Communication:

S P E C I F I C A T I O N S
EP-TP303Q               
Steel, White and black stoving varnish Tempered glass 
Stainless Steel
1400 * 120 * 978mm                            
65kg/pcs            
550mm                                    
Single directional / Bi-directional 
10 Million
AC220V/110V, 50/60Hz
40W
-20°C ~ 70°C
0 ~ 95% (No freeze) 
Indoor / Outdoor (shelter) 
40 people per minute 
Two LED indicators on top: green → entry, red × no entry 
Arm will drop down automatically
Dry contact, Relay signal, RS485 
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