
A dual-frequency UHF and MIFARE Classic hybrid card is a smart card that combines two
different technologies for contactless communication.

By combining these two technologies into a single card, you can have the benefits of both
long-range communication (UHF) and shorter-range communication (MIFARE Classic),
offering versatility and compatibility with a wide range of systems and applications.
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DUAL FREQUENCY UHF +
MIFARE CLASSIC
HYBRID CARD

S P E C I F I C A T I O N  &  D I M E N S I O N  
MODEL:
Dual Frequency:
Stand Protocols:
Memory Size:
Chip:
Operating Mode:
Printed number:
Card Dimension:
Card Thickness:
Weight:
Color:
Antenna Material:
Outer Material:
Operating distance:
Temperature (Operating):
Temperature (Storage):

EP-900HM
UHF 919-923MHz | Mifare 13.56Mhz
ISO 18000-6C | ISO 14443 Type A
96 bits EPC, 64 bits TID | 1kB, 16 sectors x 4 blocks
NXP Ucode 8 | Mifare Classic 1K
Read/Write
UHF Wiegand 26/34 / Mifare Wiegand 26/34
85 x 55mm
0.84mm
6g
White
PET + AL
PVC
UHF: up to 8 meter; Mifare: 2-8 cm
-20 ~ +70°C
-40 ~ +85°C

CLOUD-BASED ACCESS CONTROL SYSTEM | MOBILE ACCESS
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